Recommended Solder Pad Layout

0.70

0.60 ﬁ—r_i
Va4 a4
s Pad Connections = %/ % /:
= 1. Standby S Y 7
e M o 2. N/C ! % 3 s ]
12 3 8 t ] j
65 4| o 3. GND 77 7 =
7 4. Output + % | 8
—
L /] 5. Output - W77 ! 1
g 6. +Vs
x
< 0.50
(0.60) <
8 Scale - 12:1
-
| | | |
[ |
7 4 7 Z Z g
3.20 £0.15
LD
—
o
|10x0-618-33()
o
o
N
@]
Scale - 12:1
CREATED CHECKED GENERAL TOLERANCE PROJECTION i SCALE
QD Frequency Products Ltd Applications QA DIN ISO 2768-1m  |METHOD '* 12:1
(Sit‘?eg\?kne:’:ﬁ]%ad DESCRIPTION TECHNICAL REFERENCE ‘
Somerset
TA18 8AR 1QX0-618-33 ORDER CODE
Tel. +44 (0)1460 270200 Crystal Oscillator LVDS LESPXOXXXXXX
A First Release 22/10/2020 CcP IQD SIZE Status Date BUSINESS UNIT PAGE
www.iqdfrequencyproducts.com 32x25 Released 22110/2020 | Aplications | 4 y
REV. FILE DATE BY -qdireq yp : Crewkerne




